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Y PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
DETECTION PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS TO US 50
A. INSTALL OVERHEAD VIDEO DETECTION CAMERA ON EXISTING MAST ARM AS SHOWN.
B. USE EXISTING MAST ARM POLE.
C. USE EXISTING CONDUIT. GENERAL NOTES
D. USE EXISTING HANDHOLE. 1. VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH
THE SHA ENGINEER.
E. DISCONNECT AND REMOVE LOOP DETECTOR CABLES FROM CONDUITSs HANDHOLES, SIGNAL STRUCTURES AND I
CONTROLLER. { 2. THE CONTRACTOR SHALL CONTACT SHA TGO SCHEDULE RETROFITTING OF THE
i CONTROLLER EQUIPMENT IN ORDER TO COPERATE VIDEO DETECTION EQUIPMENT.
F. USE EXISTING CABINET AND CONTROLLER. (NOTE: SHA FORCES SHALL RETROFIT CONTROLLER EQUIPMENT TO
OPERATE VIDEO DETECTION EQUIPMENT). 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL MICRGLOQP
PROBE LEAD—IN CABLES AND VIDEO DETECTION CAMERA CABLES TO THE
G. INSTALL MICROLOOP PROBES WITH 500 FT. LEAD-IN CABLE. (TO BE PLACED IN THRU LANE ONLY). APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE SO THAT SHA
FORCES CAN MAKE THE FINAL CONNECTIONS.
H. INSTALL 1 IN. LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT. (FOR DETECTOR WIRE SLEEVE). Py
1 . 4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY
J. INSTALL MICROLOOP PROBES WITH 1000 FT. LEAD-IN CABLE. (TO BE PLACED IN THRU LANE ONLY). %g] OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATIONS.
@ I 5. ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSED.
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